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Note 1: The controller will always consider 0 degree as the beginning of a curve
in this particular case, if the temperature in the oven is 100 degree when the program beings
then the remaining segment time for the first segment will be 5 minutes, as the initial 
program is ramp up from 0 degree to 200 degree within 10 minutes,  and by the time when
you active the controller and controller goes to first segment, the process value is already
100 degree and controller assuming that the temperature went from 0 degree to 100 degree
and takes about 5 minutes, so it will automatically reduce the time of the first segment to
5 minutes and starts from there

Note 2: Maximum power restrictions will be used to constrain the maximum power of each segment
also can be used to end a program, the factory default is 100%, if you have a profile with 
6 segments, then you can set the power as 0% at segment 7, which means that the program
will end after segment 6.  if you set power as 80% on segment 4, then it means the 
maximum output power will be 80% on segment 4, please be careful when setting the 
power restrictions to avoid insufficient on the heating.

Segment 1
200℃
10 minutes
100.0%

200℃
20 minutes
100.0%

400℃
30 minutes
100.0%

400℃
40 minutes
100.0%

500℃
50 minutes
100.0%

500℃
60 minutes
100.0%

0℃

Ramp up 10 minutes

Soak for 20 minutes

Soak for 40 minutes

Ramp up for 50 minutes

Soak for 60 minutes
380℃
50 minutes
100.0%

How to configure the TS43H for a specific profile

Segment 2

Ramp up 30 minutes
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